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1. Foreword

Read this instructions manual carefully before carrying out any operation on
the machine.

To avoid any risks, all persons operating, supervising, controlling or
servicing the machine must read the user's instructions and comply with
them at all times.

It is extremely important that the indications given in this manual be followed.
The constructor shall not be held responsible for any liability arising from
negligence e or failure to comply with the instructions provided.

2. General notices

-Ensure that work is carried out under maximum safety conditions
-The machine must only be used to rake and aerate forage
-All safeties must be installed on the machine as indicated

-All operations must be carried out will the tractor engine turned off and the
machine firmly set to the ground

-Assembly and use of the machine is only permitted to competent adults
who are aware of its intrinsic risks

-Before starting up the tractor and connecting the power take-off, ensure that
the work area is free of persons, animals or objects within a reach of 5
metres from the machine.

3. Identifying the twin-rotor tedder

The twin-rotor tedder is constructed in different versions, varying in working
width and overall dimensions. The standard model is supplied with 3-way
fixed tractor coupler. Towing bar is available to order.

TECHNICAL DATA

MODELLO 2GL
WORKING WIDTH m. 2.60
WORKING WIDTH ft 9
OVERALL WIDTH m. 3.00
OVERALL WIDTH ft 10
WEIGHT Kg. 200
WEIGHT Ibs 661
ROTOR ARMS N. 6
ABSORBED POWER H.P. 15
POWER TAKE-OFF Rpm 540




4. Identification of decals and plates

Never remove the labels from the machine, and when they are worn or
damaged, request replacements from your reseller or the constructor.
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The instruction and maintenance booklet must
be read carefully before starting the machine,
remembering that the booklet itself is an
integral part of the machine and should always
be kept in a safe place.

Hazard warning, keep your distance during
operation of the PTO.

Hazard warning, keep your distance during
operation of the PTO.

Respect the safety distances when the
impellers are in motion

Serial plate. Every machine is fitted with a
serial plate, containing the construction data.
This data must be specified when requesting
spares or assistance.
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5. Getting to know your machine

LEGEND

1) —Left protective guard
2) —Left rotor
3) —Three point coupler
4) —Towing bar
5) -Casing
6) -Key
7) —Right rotor
8) —Right protective guard
9) —Arm with spring

10) -Weel




